VARIOUS TOP DECK POSITIONS

400mm
Clearance

800mmTotal Dock
Leveller Raised

400mm
Clearance

Cross Traffic - Park Position

A Total Balanced Dock Leveller

Two (2) - Hydraulic Cylinders
- Swing Lip Cylinder
- Deck Lift Cylinder

Delayed Lip Swing Action

Lip length on Truck Floor
200mm

TRUCK FLOOR

DOCK HEIGHT

Below Level Position - Min. 240mm

450mm Pit

“D” TYPE RUBBER
BUMPER STOPPERS
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Comparing New with Old

+ UNDER RIDE
BUMPER

.| 100mm
If your dock height
selection is not between

1100mm & 1350mm,

(1400mm for
Refridgiration Trucks)
consult D.D.L.

TYRE
FLOATATION

CONVENTIONAL MECHANICAL LIP ACTION
CAM TYPE SWING LIP ACTIVATED

F / DOOR
| DOOR LATCH
LIP CAN HIT TRUCK
| — OR CONTAINER
DOOR LOCK
CONTAINER FLOOR
Door Overlap 55mm max A
250mm max Door Latch
Deflection TRAILER FLOOR
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DDL Equipment Pty Ltd F
Reg No: 2005/043409/07
E-Mail: sales@ddl.co.za
Website: www.ddl.co.za
]

Tel: 011393 1209
Fax: 011 393 1169

TIME TESTED DOCKING 6 Neutron Road, Chloorkop, Kempton Park

Ref: DE.33



